
 

19” FLOOR-STANDING 

CABINETS



19” floor-standing cabinets for indoor telecommunications, IT, network and technical infrastruc-
ture installations, with a focus on fast assembly, simplified transport and competitive pricing.

 

 

 

  

Compatible with the 19-inch format, according to EIA 310 D / DIN 41 494 / IEC 60 297
IP20 protection according to DIN 400 50 / IEC 60 529
Compliance with European directives applicable to low-voltage electrical equipment (2014/35/CE) 
and telecommunications terminal equipment (2014/53/CE)

STANDARDS & COMPLIANCE

MODELS & DIMENSIONS

Available in 22U, 30U and 42U models. Main heights are 1043 mm, 1398 mm and 1932 mm. Available 
widths are 600 mm and 800 mm, with depths of 600 mm, 800 mm and 1000 mm, depending on 
the configuration.
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Assembled 

model code

Flat Pack kit

model code
U

Height 

(mm)

Width 

(mm)

Depth

(mm)

Weight

(KG)

Flat Pack

dimensions (mm)

211.ECAPAHP220606 211.ECPDAHP220606 22 1043 600 600 43,5 1120x690x230

211.ECAPAHP220608 211.ECPDAHP220608 22 1043 600 800 50 1230x880x230

211.ECAPAHP300606 211.ECPDAHP300606 30 1398 600 600 56 1435x685x220

211.ECAPAHP300608 211.ECPDAHP300608 30 1398 600 800 62 1440x875x220

211.ECAPAHP420606 211.ECPDAHP420606 42 1932 600 600 72 1985x690x230

211.ECAPAHP420608 211.ECPDAHP420608 42 1932 600 800 81 1985x845x230

211.ECAPAHP420808 211.ECPDAHP420808 42 1932 800 800 99 1985x845x230

211ECAPAHP420810 211.ECPDAHP420810 42 1932 800 1000 117 1985x845x230

Cabinets with: 

1 front tempered-glass door | 2 plain side panels | 1 plain rear panel

211.ECAPCCP420606 211.ECPDCCP420606 42 1932 600 600 68 1985x690x230

211.ECAPCCP420608 211.ECPDCCP420608 42 1932 600 800 77 1985x845x230

211.ECAPCCP420808 211.ECPDCCP420808 42 1932 800 800 94 1985x845x230

211.ECAPCCP420810 211.ECPDCCP420810 42 1932 800 1000 112 1985x845x230

Cabinets with:

1 front perforated door | 2 plain side panels | 1 rear perforated door

211.ECAPCFP420606 211.ECPDCFP420606 42 1932 600 600 68 1985x690x230

211.ECAPCFP420608 211.ECPDCFP420608 42 1932 600 800 76 1985x845x230

211.ECAPCFP420808 211.ECPDCFP420808 42 1932 800 800 94 1985x845x230

211.ECAPCFP420810 211.ECPDCFP420810 42 1932 800 1000 112 1985x845x230

Cabinets with: 

1 front perforated door | 2 plain side panels | 1 set of half rear perforated doors

Assembled 

model code

Flat Pack kit

model code

Height 

(mm)

Width 

(mm)

Depth

(mm)
U

Assembled 

model code

Flat Pack kit

model code

Height 

(mm)

Width 

(mm)

Depth

(mm)
U
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AVAILABLE CONFIGURATIONS

The range includes versions with front tempered-glass door, front perforated door, rear perfora-
ted door, half rear perforated doors, plain side panels and plain rear panel. This variety allows the 
cabinet to be adapted to the equipment type, ventilation needs and installation context.

BASE COMPOSITION
 

 

 

 

Chassis and structure with open base
Cover
Base
Four vertical pillars
Front door with glass window and lock with key
Rear panel with quick-release fastening
Side panels with quick-release fastening
Four 19-inch rack profiles, adjustable in depth
Four height-adjustable levellers
Standard colour: anthracite, similar to RAL 9005

FLEXIBILITY & CUSTOMISATION

The cabinets were designed to simplify installation and maintenance. The door is easily removable 
and reversible, rear and side panels are removable with a quick-release system, rack profiles are 
depth-adjustable, and the cover includes pre-cut openings for ventilation or cable routing.

SAFETY & QUALITY

All components, such as doors and panels, have earthing connectivity to the chassis. The door can 
include tempered glass according to European quality and safety standards. The surface finish is a 
textured interior epoxy-polyester coating of approximately 80 microns, providing mechanical resis-
tance, sheet-steel protection and a pleasant finish.
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