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OLIRACK - OUTDOOR WALL CABINETS

Olirack outdoor wall cabinets are robust and configurable solutions for the outdoor installation of 
telecommunications equipment, energy systems and technical equipment shelters. They are 
designed to protect installed equipment against weather conditions, vandalism and unauthorized 
access.

 

 

 

  

Compatible with 19-inch format, according to EIA 310 D / DIN 41 494 / IEC 60 297
IP55 and IP65 protection according to DIN 400 50 / IEC 60 529
Compliance with European directives applicable to low-voltage electrical equipment (2014/35/CE) 
and telecommunications terminal equipment (2014/53/CE)

STANDARDS & COMPLIANCE

 

 

 

 

 

Protection and operating environment

Designed to protect contents against weather exposure, vandalism and access by unauthorized 
persons. The standard configuration provides IP55 protection and can be adapted for more deman-
ding requirements, including IP65.



MODELS & DIMENSIONS

Nº. U’s Height (mm) Width (mm) Depth (mm)

8 460 600 500 / 900

12 682 600 500 / 900

16 860 600 500 / 900

20 1038 600 500 / 900

BASE COMPOSITION
 

 

 

 

Cabinet built in galvanized steel sheet, with body
Top prepared for ventilation
Single-wall front door
Sealing gaskets for water-tightness
Locking system
Stamped grilles for natural ventilation
Filters for control of impurities and condensation (in option IP55)
19-inch rack profiles adjustable in depth
Base prepared for the application of conical cable glands
Standard colour: RAL 7035

FLEXIBILITY & CUSTOMIZATION

The modular concept allows both the exterior and interior of the cabinet to be configured. The 
units can be manufactured in different dimensions, in 19-inch, 21-inch or without rack profiles, and 
allow the integration of project-specific accessories.

MATERIALS AND CORROSION RESISTANCE

The models can be manufactured in galvanized steel sheet, chromatized aluminium sheet or stain-
less steel sheet, allowing the cabinet to be adapted to the environmental conditions and corrosion 
level of each installation.
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VENTILATION AND CLIMATE CONTROL

The top is prepared for forced ventilation, while stamped grilles support natural ventilation and 
filters help control impurities and condensation. Specific climate-control solutions, such as air 
conditioning, can also be integrated.

SAFETY & QUALITY

The cabinets include a front door with a T-handle lock and key, a removable top with a safety 
system, grounding connection for components, exterior textured polyester surface finishing of 
approximately 80 microns, CE marking, quality-control seal, water-tightness testing and a serial 
number for traceability.
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