
 

 

 
 
 
 

19” WALL-MOUNT
CABINETS



19” wall-mount cabinets for indoor telecommunications, IT, network and small technical infras-
tructure installations, especially suitable for projects requiring a practical, economical and quick-
-to-assemble solution.

The Ecorack range was developed as a simple, compact and competitive solution, supplied as a 
Flat Pack kit with an assembly manual included. Its purpose is to simplify transport, reduce sto-
rage space and enable fast on-site installation.

 

 

 

  

Compatible with the 19-inch format, according to EIA 310 D / DIN 41 494 / IEC 60 297
IP20 protection according to DIN 400 50 / IEC 60 529
Compliance with European directives applicable to low-voltage electrical equipment (2014/35/CE) 
and telecommunications terminal equipment (2014/53/CE)

STANDARDS & COMPLIANCE

 

MODELS & DIMENSIONS

Available in 6U, 9U and 15U models. Heights of 327 mm, 470 mm and 727 mm, width of 600 mm 
and depths of 400 mm or 600 mm. Weight ranges from 12 kg to 24 kg, depending on the model 
and depth.
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Model code

(Flat pack kit)
U Height (mm) Width (mm) Depth (mm) Weight (kg) Flat pack dimensions (mm)

211.ECAMA0T060604 6 327 600 400 12 610x470x170

211.ECAMA0P060606 6 327 600 600 14 610x470x170

211.ECAMA0T090604 9 470 600 400 14 610x470x170

211.ECAMA0P090606 9 470 600 600 16 620x620x170

211.ECAMA0T150604 15 727 600 400 22 740x610x180

211.ECAMA0P150606 15 727 600 600 24 740x610x180

BASE COMPOSITION
 

 

 

 

Body composed of base, cover and two side panels
Metal front door with glass window
Two vertical 19-inch rack profiles, adjustable in depth
Removable side panels on 600 mm depth models
Standard colour: anthracite, similar to RAL 9005

FLEXIBILITY & CUSTOMISATION

The solution was designed for quick assembly and safe handling. The door is easily removable, the 
side panels are removable on 600 mm models, and there are pre-cut openings in the cover and 
base for forced ventilation or cable routing.

SAFETY & QUALITY

Includes door with lock and key, tempered glass, earthing connection for the door and panels using 
quick-connect terminals, burr-free sheet metal surfaces and an interior textured epoxy-polyester 
coating of approximately 80 microns, providing mechanical resistance and sheet-steel protection.
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